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FITTING INSTRUCTIONS 1/4

NOTE: ENSURE SCORPION SYSTEM IS CLEAR OF MOVING PARTS AND ALL ORIGINAL FUNCTIONS WORK CORRECTLY.

1	 400mm Serket Silencer RSC244
2 	 Connecting Pipe CP866
3 	 2 x Rubber Coated Springs (Z028.10030)
4 	 M8x60mm Cap Head Bolt (Z017.10080)
5 	 Alloy Bolt Finisher (Z026.20068)
6 	 M8x25mm Washer (Z017.10825)
7 	 M8 Nyloc Nut (Z017.10062)
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Kawasaki Versys 1000 Tourer / Grand Tourer

2015- Current

Where not supplied use original fittings.
Scorpion product will fit with a centre stand and panniers.

RKA-112

Z039.20464

SCEXDBK24 - (Type W)

Box: PLOCK 2

Fitting instructions on next page:
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Remove OEM Gaskets if fitted.
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Kawasaki Versys 1000 Tourer / Grand Tourer

2015- Current

Where not supplied use original fittings.
Scorpion product will fit with a centre stand and panniers.

RKA-112

Z039.20464

Box: PLOCK 2

A)	 losen O.E clamp with 10mm 
socket or spanner.

B)	 Un-bolt O.E mounting bolt with 
6mm alan key and 14mm socket or 
spanner.

C)	 Carefully remove the O.E 
silencer be carefull not to damage 
the bike during this operation. 
Keep safe the O.E clamp as you will 
need this to fit Scorpion product.

D)	 Remove the O.E gasket. (This 
may have came off with the O.E 
exhaust please check, you will not 
need this to fit Scorpion Exhaust)

E)	 You will need to feed the 
rear brake line and wheel sensor 
cable towards the front of the 
motorcycle (towards the master 
cylinder). It needs to run as close 
to the swing are as possible and 
must avoid contact with Scorpion 
Exhaust.

F)	 Put back on the O.E exhaust 
clamp and fit Scorpion link pipe 
CP866, please make sure O.E 
gasket is not on the O.E exhaust 
(No gasket needed to fit Scorpion)

G)	 Now fit Scorpion silencer 
RSC244 using items 4, 5, 6 and 7 as 
the line diagram shows on page 1. 
(DO NOT FULLY TITGHEN) please 
check that the rear brake line is 
not in contact with the back of the 
Scorpion silencer.

H)	 Using item 3 fix together 
Scorpion silencer and link pipe.
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Kawasaki Versys 1000 Tourer / Grand Tourer

2015- Current

Where not supplied use original fittings.
Scorpion product will fit with a centre stand and panniers.

RKA-112

Z039.20464

Box: PLOCK 2

I)	 Make sure that the centre stand 
bump stop lines up the the bump 
stop on Scorpion link pipe.

J)	 Once happy with the fit you 
can now tigthen up the O.E clamp 
with 10mm socket or spanner and 
the silencer mounting bolt and nut 
using a 6mm alan ken and a 13mm 
socket or spanner.

Take bike for short test ride. Once 
back allow bike to cool then check 
all fixings.

CONTINUED FROM OVERLEAF: 
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Kawasaki Versys 1000 Tourer / Grand Tourer

2015 -  Current 

Where not supplied use original fittings.
Scorpion product will fit with a centre stand and panniers.

RKA-112

Z039.20464

Box: PLOCK 2

Thank you for purchasing your Scorpion Silencer.
Care of your exhaust: Please refrain from cleaning silencer with heavy solvents or abrasives!

Vielen Dank Fur den kauf eines Scorpion Schalldampfers! Pflegehinweis: Bitte verwenden Sie niemals Scheuermittel oder 
aggressive Reiniger zur Pflege Ihres Auspuffes!

Merci d’avoir choisi un echappement Scorpion.
Entretien de votre silencieux: Ne pas utiliser de solvants ou de produits abrasifs!

“Muchas gracias por adquirir un Silencioso Scorpion. Le recomendamos no limpiar el silencioso con productos abrasivos o 
aquellos que contengan disolventes.”


